ANIX’
GA40H Flanged Gate Valve - Class 150 & Class 300

MATERIALS LIST

GENERAL WORKING
CHARACTERISTICS CONDITIONS
» Rising Stem » Working Pressure: ANSI 150 or 300

Flexible Wedge Disc
Outside Stem & Yoke

e Temperature Range:
= -20° to 800°F
» Applicable Medium: Water, Oil & Gas
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Design Standard: API 600

Face to Face: ASME B16.10
Flange Dimension: ASME B16.5
Test Standard: APl 598
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20 HW.LOCK NUT 1 s
19 HANDWHEEL 1 A47
18 RETAINING NUT 1 £
17 LUBRICATOR 1 Cu 1 s
16 STEM NUT 1 ZcuAl10Fe3 Bronze o
15 GLAND 1 A216 WCB a-
14 BUSHING 1 A182F6a [
13 GLAND NUT 2 A194 2H
12 GLAND BOLT 2 A193B7
il PIM 2 85304
10 PACKING 1 Graphite
9 BACKSEAT 1 A216+13Cr rs . PRESSURE TEMPERATURE RATINGS b=
8 NUT - A1942H o o
7 STUD = A193B7 we =
= 1000 (=]
6 BONNET 1 A216 WCB & wi g
5 GASKET 1 §8304+Graphite & s el L ata
4 STEM 1 A185 FBa 400 - i
3 DISC 1 A216+13Cr 200 e ——— ]
2 SEAT RiNG 2 A216+STL =50 o 100 200 300 00 500 &0 o0 ao0 F
1 BODY 1 A216 WCB -45.5 -1 33 a3 148 4 260 315 an a% T
TEMPERATURE
No. DESCRIFTION aTy MATERIAL
Note:Please contact us for other material requirements.
DIMENSIONS- Class 150 DIMENSIONS- Class 300
sizf L [0 [D1[p2] €[ f [n-ob [ H [ Hi [weigntfb)] [SizEf L [ D [ D1[D2]C [ f [n-@b [ H [ H1 [Weghtb)
12| 65 5 388|287 | 069 | 006 |4-00.63 |13.39|1535| 1984 Mfig'| 748 |6.14 | 45 | 287 | 083 | 0.06 |4-©0.87 |13.39|1535| 25.35
2' | 701(598 | 474|362 | 075]| 006 |4-0075 |1378|16.14| 4012 2|85 |65 | 5 |362|091 |006|8-0075|1378]16.14| 3594
212' 748 [ 701 | 549 | 411 | 089 | 006 |4-00.75 | 14.37|17.32| 5181 2121 949 | 748 | 588 | 411 | 102 | 006 |8-Q087 |14.37|17.32| 80.03
3'|799 (748 | 6 | 5 | 0895|006 |4-0075|17.72|2126| 68.34 3" (1114|827 | 662 | 5 |114 | 0.06 |8-0087 |17.72|21.26]| 10582
4" 1902|902 | 75 | 618 | 095 | 006 |8-00.75 | 19.49|2382 | 109.13 4" |1201| 10 | 788 | 6.18 | 1.26 | 0.06 | 8-@087 | 19.49|23.82| 15212
5| 10 |10 | 85 | 73 | 1.02| 006 |8-0087 | 2165|2697 | 127.87 5'| 15 [1098 | 9.25| 7.3 | 138 | 0.06 |8-0087 | 2165|2697 | 23876
6' |10.51(1098 | 951 | 85 | 1.02 | D06 |B—O0.87 | 2402|3032 | 167.99 6" |15.87(1252 | 1063| 85 | 146 | 006 [12-00.87|24.02|30.32| 306.44
8' | 115|135 |11.75]/1063| 1,14 | 006 |8-00.87 [30.71]39.17 | 27558 8' | 165 | 15 |1299/1063| 165 | 0.06 [12-0098(30.71|32.17| 476.2
10" [12.99[1598 | 14.25/12.76| 1.22 | D06 |12—10.98| 36,02 | 46.46 | 392.42 | | 10' 1299|1598 | 14.25(12.76| 122 | 0.06 [12-00.98|36.02 | 46.46| 39242
12'[1402[1902 [17.01] 15 | 126 | 006 |12-@D98| 4114|5354 | 63273 | | 12'|14.02[19.02 [ 1701 15 [126 | 006 [12-0098|41.14|5354| 63273
14'| 15 2098 [18.74]1626] 138 | 006 [12-01.14| 4921|6358 - 14'| 15 [2098 | 18.74|16.26] 138 | 0.06 [12-01.14|49.21|6358| -




